BigStar

FA SERIES

Indoor SMD LED Screen Solution

h
0
Direct Wall Curve Angle Magnetic Design High Contrast Front & Back
Mount + 15 Degree Maintenance
ASIA REGIONAL OFFICE CHINA FACTORY
BIGSTAR OPTOELECTRONIC (M) SDN BHD SHENZHEN BIGSTAR OPTOELECTRONIC CO.,LTD
Address: No 10, Jalan Tago 6, Taman Perindustrian Tago, Address: 2nd floor, Building E, Tianyou Industrial Park, Lixin Road NO.2,
52200 Kuala Lumpur. Malaysia. Fuyong Town, Bao’an District, Shenzhen, China 518103

Tel : +(60)3 6731 0744 Email: enquiry@bigstarled.com.my Website: www.bigstarled.com.my



Light And Slim

Support Front & Back Maintenance

Light weight and slim die casting aluminum.
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90° Rectangular Splicing

Cabinet able to install and maintain at front or back

MAINTENANCE DOOR

Wall mounting installation

Cabinet can be fitted with 90 degree right angle splicing
function.

90° Rectangular
Splicing

Main Technical Specifications

Using wall mounting bracket for installation.
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Pixel Pitch (mm) 2.97 3.91
Module Size (mm) 250 x 250 250 x 250 250 x 250
Module resolution (dots) 100 x 100 84 x 84 64 x 64
Weight (kg/cabinet) 4.8 4.8 4.8
Input Voltage (VAC) 100~240 100~240 100~240
Cabinet size (mm) 500 x 500 500 x 500 500 x 500
Cabinet resolution (dots) 200 x 200 168 x 168 128 x 128
Brightness (nits) >800 >1000 >1000
Gray Scale (bit) 16 16 16
Best Viewing Distance (m) 25 3 4
Max./Ave. Power Consumption(w/m?) 590/250 590/250 590/250
Refresh Rate (Hz) >3840 >3840 >3840
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