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Light And Slim 2 Sizes For Your Reference

Light weight and slim profile aluminum 2 sizes for your reference, 960mm(W) x 960mm(H) or

960mm(W) x 640mm(H)

960x960mm 960x640mm

Front & bak IP65

Excellent waterproof performance

Better heat dissipation

Better heat dissipation&more stability

Main Technical Specifications

Silica Gel
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SMD LED

Pixel Pitch (mm) 5.925 10
Module Size (mm) 480 x 320 480 x 320
Module resolution (dots) 81 x54 48 x 32
Weight (kg/cabinet) 26 26
Input Voltage (VAC) AC220/100V+10% AC220/100V=10%
Cabinet size (mm) 960 x 960 960 x 960
Cabinet resolution (dots) 162 x 162 96 x 96
Brightness (nits) >5000 >6000
Gray Scale (bit) 14 14
Best Viewing Distance (m) >5.9 >10
Max./Ave. Power Consumption(w/m?) 790/237 790/237
Refresh Rate (Hz) =1920 =1920
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Heat Dissipation Custom Size

Aluminum module for better heat dissipation, Adapt to high Customize size as per module size like:

temperature environment without cooling treatment 500mm(W) x 1000mm(H), 500mm(W) x 750mm(H),
1000mm(W) x 250mm(H), 750mm(W) x 250mm(H),
750mm(W) x 750mm(H)...
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250 x 250mm
Front Back Wall mounting installation
Convenient installation and maintenance, cost saving. Using wall mounting bracket for installation.

Main Technical Specifications

Pixel Pitch 2.6mm

Module Size (mm) 250 x 250

Module resolution (dots) 96 x 96

Weight 40kg/m?

Input Voltage 100~240VAC

Cabinet size (mm) 500 x 1000 500 x 750 750 x 750
Cabinet resolution (dots) 192 x 384 192 x 288 288 x 288
Brightness =4500nits

Gray Scale 14bit

Best Viewing Distance =2.6m

Max./Ave. Power Consumption(w/m?) 790/265

Refresh Rate >3840Hz

BigStar



